
BP-4000\CB
MANUAL PAYMENT, CONTROL AND MANAGEMENT GROUP

The Bp-4000\CB group is an industrial PC with all the necessary peripherals for controlling the facility.

CONSISTING OF:

• State-of-the-art industrial server PC.

• System with a minimum of 2 hard drives, the first containing the operating system and car park control program, and the second with
back-up copies of the car park data base, updated automatically.

• 17” colour TFT flat screen monitor, 105-key keypad and optical mouse.

• B/W or colour printer for listings, printer roll of thermal paper vouchers and receipts for customers.

• Coin and banknote collection drawer with automatic opening.

• Display showing information and amount payable by clients.

• Scanner barcode for short-stay tickets, discount vouchers, etc.

• Thermal printer to generate tickets and discount vouchers.

• Digital IP intercom system.

• Real-time video conferencing system for communications between the vehicle driver and the parking attendant (optional).

• Uninterruptible Power Supply (UPS).

• Microsoft Windows Licence.

• Flexible, powerful modular parking software.

S C R E E N S
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FUNCTIONAL ASPECTS:

• Real time, multi-area, multi-user operating system.

• A single computer integrates the following functions: car park, licence plate reading, control of vehicles'
access, pedestrians and lifts, and control of automatic doors.

• Compliant with the most recently passed regulations: possibility of charging in fractions of minutes and printing
of vehicle licence plate number on the entry ticket.

• Licence plate reading via black and white photography at both
entrance and exit. Checks vehicle licence plate on exit, with several
configurable security options.

• User-friendly and flexible gatehouse program, allowing for different
preset security levels for access, being able to create new levels and
assign or restrict different functions for each one.

• Real-time information from the main screen of available and occupied
spaces, and total numbers of owners, permit-holders and short-stay users in the different zones of the car park.

• Automatic ticket reading by the scanner, giving arrival time, exit time, length of stay, licence plate number and cost of stay. Validation
for exit is possible either automatically or by waiting for an order, adding a time margin when exiting and being able to give clients
a receipt.

• Permit-holder/owner cards can be barcode cards or proximity cards (with a high security internal chip). 

• Reader/writer with rear powering for tickets that can record, cut, count and deliver them through the mouth opening (optional). 

• Reader/writer for tickets and discount vouchers automatically without gatehouse operator intervention (optional).

• The fully configurable short-stay fee structure allows for highly flexible payment methods. This can be by hours, half hours, quarter
hours, minutes and even free periods. It also enables configuration of grace periods at entrances, time margins to charge for the
next fraction, and leaving time once the stay has been paid for.

• Monitoring any cash desk expenditure or reimbursement, indicating the reason.

• Shift closure of parking booth attendants, with all tickets sold before end of shift and an itemised list of all payment and expenditure.

• Permit-holder management enables perfect monitoring, as each can be associated with a fee, a schedule and an access calendar.
The calendar is configurable for each day of the year, and excess stays generated by permit-holders outside their schedule can
be monitored and charged for. Monthly premiums and excesses can be collected in cash at gatehouse, in cash or through direct
debit using the financial aspect ratio according to the SEPA standard (Notebook 19-14). Owner management is controlled by
applying fixed parts of shared expenses such as maintenance, electricity, water, etc.

• Barrier opening via the management program, with the reason for this being recorded.

• Records of all alarms produced on machines: open doors, collections, etc.

• General listings: short-stay, permit-holders, revenue, movements, payment stations, etc.

• Technical configuration for entry, exit, pedestrian, parking booths and payment stations' nodes.

• Complete statistical system.

Power supply 220 V 50-60 Hz (+-10 %), with ground connection
Uninterruptible Power Supply (UPS) system (optional)

Consumption on stand-by 100 W
Maximum consumption during operations 125 W
Central control unit State-of-the-art industrial PC
Memory 8 Gb RAM (expandable)
Storage 1 disc of 500 Gb with OS plus parking software (expandable).

1 disc 500 Gb for back-up (expandable).
Communications 5 RS-232 serial ports, 1 parallel port, 6 USB host ports (local devices) and double Ethernet net-

work output (car park machines)
DVD Optical RWDVD reader/recorder
Working Temperature 0 °C to 45 °C
Working Humidity From 0 % to 90 % RH non-condensing
Control components and gatehouse management Pc, Tft, printers, barcode reader, customer display , UPS interc. Ip, etc.

(Plastic in black colour)
Total measurements 1,600x470x420 mm (width/height/depth)
Total weight 32.4 Kg

T E C H N I C A L C H A R A C T E R I S T I C S

Bymar Park, SL reserves the right to modify and improve its products, without prior notice and without incurring any liability. Legal Deposit: B-26054-02

Fichas Bymar Park_EN  05/03/17  17:28  Página 8


